
Specifications
- Brand: TB Davies
- Warranty: 3-year
- Max Load: 150kg
- Standard: EN131 PROFESSIONAL
- Material: Aluminium
- Commodity Code: 76169990
- Country of Origin: UK
- Recommended Usage: Regular

[Representative image of product]

Product Description
Optimised for professional and trade use, the TASKMASTER ladder offers unparalleled quality for industrial and trade users. It is manufactured to
the latest EN131 Professional standards and is supplied with a stabiliser bar for enhanced stability and safety. Please note the bar requires fitting
before the first use, and once fitted, it must not be removed from the ladder. Crafted from lightweight yet robust aluminium, the ladder provides a
secure platform for a safer working experience. It boasts thicker box section stiles than most alternatives, reducing the likelihood of twisting and
ensuring longevity. Proudly manufactured in the UK, the TASKMASTER ladder comes with an extended 3-year warranty, promising durability and
service for years to come. Please be advised, recent standard changes mean that the sections of this ladder are now permanently affixed and cannot
be separated.

Features
- Commercial strength box section construction with twist proof rung joints
- Reduce fatigue with deep, comfortable D-shaped rungs
- Slip-resistant high traction rungs
- Stabilising bar supplied with ladder - requires fitting before first use
- Anti-slip rubber feet
- *Please note that the 2.5m & 3.0m Single Section Ladders do not require a stabiliser bar for use

Common Dimensions
- Rung Depth: 30mm
- Distance Between Rungs: 250mm

Packaging Material
 - None

Availability & Delivery
 - Stock item. Delivery next day.
 (See exceptions, if applicable, overleaf)
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Product Dimensions

Where applicable, Approx. Working Height¹ is an approximate calculation of 1.75m (5'8") plus platform height or last climbing tread, whichever is appropriate.
Ladders set at an angle of ~75° degrees.
* Ladder not supplied with Stabiliser Bar.
† Heavy Item – 2-person lift required.

Shipping Dimensions

Optional Extras / Spare Parts
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SKU Rungs
/Sections

Last Climbing
Height (mm)

Approx.
Working
Height¹ (mm)

Closed Length
(mm)

Extended
Length (mm)

Width (mm) Stabiliser Bar
Width (mm)

Depth (mm) Nett Weight
(kg)

1102-029 6 x 3 2800 4550 2030 4000 450 1200 160 14.8

1102-030 9 x 2 2800 4550 2500 3970 410 1200 142 12.3

1102-031 11 x 2 3700 5450 3000 5000 410 1200 142 14.4

1102-032 13 x 2 4700 6450 3500 6000 410 1200 142 16.4

1102-033 15 x 2 5700 7450 4000 7000 410 1200 160 24.8†

1102-034 17 x 2 6600 8350 4500 7970 410 1200 160 27.7†

1102-035 19 x 2 7500 9250 5000 8970 410 1200 160 30.6†

1102-036 21 x 2 8600 10350 5500 9970 410 1200 160 33.4†

1102-037 9 x 3 4300 6050 2500 5500 485 1200 220 18.0

1102-038 11 x 3 5700 7450 3000 7000 485 1200 245 28.3†

1102-039 13 x 3 7200 8950 3500 8500 485 1200 245 32.7†

1102-040 15 x 3 8600 10350 4000 9900 485 1200 245 37.1†

1102-050 *9 x 1 1300 3050 2500 N/A 410 N/A 76 5.8

1102-051 *11 x 1 1800 3550 3000 N/A 410 1200 76 7.8

1102-052 13 x 1 2300 4050 3500 N/A 410 1200 76 8.8

1102-053 15 x 1 2700 4450 4000 N/A 410 1200 76 9.8

1102-054 17 x 1 3200 4950 4500 N/A 410 1200 76 10.8

1102-055 19 x 1 3700 5450 5000 N/A 410 1200 84 15.7

SKU Shipping Length (mm) Shipping Width (mm) Shipping Depth (mm) Shipping Volume (m³) Gross Weight (kg)

1102-029 2030 450 160 0.146 16.8

1102-030 2500 530 150 0.199 14.3

1102-031 3000 530 150 0.239 16.4

1102-032 3500 530 150 0.278 18.4

1102-033 4000 530 170 0.36 26.8†

1102-034 4500 530 170 0.405 30.7†

1102-035 5000 530 170 0.451 33.6†

1102-036 5500 530 170 0.496 36.4†

1102-037 2500 530 230 0.305 20.0

1102-038 3000 530 255 0.405 31.3†

1102-039 3500 530 255 0.473 35.7†

1102-040 4000 530 255 0.541 40.1†

1102-050 2500 410 76 0.078 7.8

1102-051 3000 410 76 0.093 9.8

1102-052 3500 410 76 0.109 10.8

1102-053 4000 410 76 0.125 11.8

1102-054 4500 410 76 0.14 12.8

1102-055 5000 410 84 0.172 18.7

SKU Description

1102-048 TASKMASTER Triple-Section Stabiliser Bar

1102-049 TASKMASTER Double-Section Stabiliser Bar


